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Quality makes the pro.

1. the quickest assembly adhesive of all the MS polymers
2. super strong, structural adhesive power 
3. does not sag up to a 40 mm thick joint
4. remains elastic
5. odourless ans solvent-free, so that it can be used in 
    closed spaces
6. has a 100% waterproof assembly and can be painted
    over with most lacquers and paints 
7. vibration-resistant and shock-resistant

Uses and materials
TO ASSEMBLE:
1. WALL AND FACADE COVERING
    Plaster, natural stone, brick, concrete, aluminium, glass, ...
2. CEILING PANELS
    All thermal panels, synthetic panels, wood, PVC, PUR, ...
3. WINDOW FRAMES
    Coated aluminium, solid wood, synthetic, ...
4. DOOR FRAMES AND WINDOW SILLS
    Natural of coated, natural stone, brick, concrete, aluminium, brass, ... 
    Safe and does not leak.
5. FLOOR, WALL TILES AND PLINTHS
    Marble, granite, Belgian blue stone, porous materials and earthenware, ...
6. ROOFING ELEMENTS
    All roofing elements made from wood, steel or in combination with roof covering
    and lead sheets.
7. CONSTRUCTION ELEMENTS
    All construction elements made from stainless steel, aluminium, metal,
    copper, ...
 => has an extremely high initial adhesive strength, which often
      makes tightening unnecessary!
 => replaces soldering, bolts, nuts, nails, ... saving you time and
        money!
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Technical information
Base: MS-polymer
Specific density: 1.49 g/cm²
Viscosity: hard paste - pumps harder than standard MS polymer
Shore Hardness (DIN 53505) after 3 weeks at 23°C/50% relative air humidity: +/- 54 Shore A
Shrinkage (DIN 52451): about 5%
Density (DIN EN 27390): does not sag up to a 40 mm thick joint
Tensile strength at break: > 500%
Module at 100% tensile strength 23°C (DIN 53504 S2): 1.0 N/mm²
Tensile strength (DIN 53504 S2): 2.2 N/mm²
Skin formation: 3-5 minutes
Hardening speed: 24u - 2.7mm
     48u - 4mm
Temperature limits: -40°C to +90°C      
Application temperature: from +5°C to +40°C
Chemical strength: good: water, sea water, aliphatic solvents, oils, fats, thinned organic acids and lyes - 
average: ester, ketone bodies and aromatics - poor: concetrated acids, chloride solvents
Weather resistance: perfect
Stability: 12 months in close original packaging
Security measures: Please read the safety data sheet
Packaging: cartridge 290 ml white      Article number: 534525000

- Do not cut off the spout, it has a V-groove that helps apply the adhesive at the proper height.
- Place spout vertically in the place to be filled with adhesive and pump.
- Always use on a clean and dust-free surface - which can be wet.
- Clean and degrease the surface with Foam7.
- If needed, finish the adhesive with Tec7-Cleaner.
- For difficult surfaces (powered coatings and other materials made of PP, PE, silicone bitumen,...)
  test the adhesion first. Strengthen weak and/or porous materials with Epofix7.

Instructions for use

-40°C

90°C
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The spout comes with a V-groove that helps ap-
ply the adhesive at the proper height.
Place the spout VERTICALLY in the place to be 
filled with adhesive and pump.

X-TACK7 does not sag even with adhesive of 
40mm in height

X-TACK7 is the quickest assembly adhesive of all the MS polymers and has an extremely high 
initial adhesive strength, which often makes tightening unnecessary.


